
1/8 NPT

1.16
20600-0111 
Fitting 1/4” Male  
Compression

20600-0114 
Fitting Double Barb 
1/4” O.D. Tube 
Material - Brass 
Flow Dia. - .120”

20600-0115 
Fitting-Nipple, HEX 
1/8” NPT 
Material - Brass 
Flow Dia. - .220”

20600-0117 
Fitting-T, Union 
1/8” NPT 
Material - Brass 
Flow Dia. - .328”

20600-0120 
Fitting 3/16” Hose 
Barb 
Material - Brass 
Flow Dia. - .125

00200-0302 
Fitting Compression  
(Elbow) 1/4” Tube x 1/8” 
 NPT With  #80 Orifice

00200-0304 
Fitting Compression  
(Elbow) 1/4” Tube x 1/8”  
NPT With  #80 Orifice

00200-0305 
Fitting Compression (Elbow) 
1/4” Tube x 1/8” NPT 
With  #80 Orifice

20600-0125 
Fitting-Barb 
1/4” ID Hose 
Material - Brass 
Flow Dia. - .125

20600-0119 
Fitting - Anchor 
1/8 NPT Female 
Straight Thread 5/8”-18 
Flow Dia. - .328”

.84

.74

1/8 NPT

20600-0107 
Fitting-Elbow, Male  
Compression 
Material - Brass 
Tube size - 1/4” 
Flow Dia. - .188” 

00200-0300 
Fitting-Nipple, 
HEX 1/8” NPT  
With  #80 Orifice

1/8 NPT1/8 NPT

.97

00200-0301 
Fitting Flare 1/4”  
O.D. Tube x 1/8”  
NPT Male 
With  #80 Orifice

1.06

1/8 NPT

.85

.73

1/8 NPT

20600-0112 
Fitting 1/4” Hose Barb 
Material - Brass

20600-0147 
Fitting Double Barb 
3/8” O.D. Tube 
Material - Brass 
Flow Dia. - .187”

1/8 NPT

1.00

.187 I.D. 1/8 NPT

1.54

.97

1/8 NPT

.74

.84

.76

1/8 NPT

.79

1/8 NPT

1.16

1/8 NPT

1.00

20600-0118 
Fitting - Plug,  
HEX 1/8 NPT 
Material - Brass

1/8 NPT

.56

1/8 NPT

.97

1/8 NPT1/8 NPT

.97

1/8 NPT

1.08 

.54  

1/8 NPT

1.25

808000404 
NEMA 3S Kit 
Model G Compatible

REMOVE CLEAR COVER AND INSTALL GASKET IN GROOVE

FOR RHGP OR RLGP SWITCHES INSTALL 4 PLUGS IN SWITCH

BASE, AND RUBBER CAP ON RESET BUTTON STANDPIPE.
FOR HGP OR LGP SWITCHES INSTALL 3 PLUGS IN SWITCH

4.000"

21800-0117

AROUND TOP OF CASE, RE-INSTALL COVER.

(QTY 1)

KIT CONTENTS:

INSTALLATION:

1 RUBBER CAP, ANTUNES CONTROLS #21800-0117
1 GASKET, ANTUNES CONTROLS #20000-0003

ANTUNES CONTROLS KIT #808000404 IS FOR USE
ON MODEL-G SWITCHES ONLY. THE ADDITION OF
THESE PARTS WILL CONVERT A STANDARD SWITCH
TO A NEMA 3S.

BASE. RUBBER CAP NOT REQUIRED FOR THESE MODELS.

4 PLASTIC PLUGS, ANTUNES CONTROLS #21800-0118.

CAROL STREAM, IL. U.S.A.
DIVISION OF A. J. ANTUNES & CO.

21800-0118
(QTY 4)

4.000"

808000304 
Dust Proof Cover 
JD-2 Compatible

808000139 
Neon Lamp 
Model G Compatible

00200-0724 
Air Sensor Tube

808000302 
Double Mounting 
Bracket

808000303 
Mounting Bracket 
Compatible with all 
JD-2 switches and 
single gas pressure 
switches

4.38±.125
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